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This marking on the product or literature indicates that the product should not be 
disposed of with other waste at the end of their working life. To prevent possible harm to 
the environment or human health from uncontrolled waste disposal, please separate these 
items from other types of waste and recycle them responsibly to promote the sustainable 

reuse of material resources.
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            Electrical warnings

Before making the electrical connections the supply power must be properly 

disconnected by qualified personnel, according to the diagram shown on the 

actuator. The cover must never be removed: connections can be made by 

means of the power supply cable which is fitted with suitable wiring. 

Note: any electrical connection which does not comply with the attached 
diagrams can seriously damage the equipment.

The electrical systems must be planned taking into account the environment

they will be installed into.

Connect via safety isolating transformer; all the other equipments must be 

earthed. Moreover, thermomagnetic switches, fuses and circuit breakers 

must be installed in order to ensure the compliance with the safety condition 

required by the locally existing laws.

The IP class protection of electrical components indicates its level of protection 

against the penetration of solids and liquids. Actuators are designed to achieve 

an IP65 electrical class protection.
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DIMENSIONAL DRAWING FOR ACTUATOR WITH ADAPTOR 
FOR ISO5211 F03 FLANGE

ASSEMBLY CP ACTUATOR WITH S.31

 

ASSEMBLY CP ACTUATOR WITH ISO5211  
F03 9mm square axe Valve 
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ASSEMBLY CP ACTUATOR WITH S.31 DIMENSIONAL DRAWING FOR ACTUATOR - mm (inches)

 - mm (inches)


